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Operating Temperature: −40 to +85°C

SAE J1455: 
Thermal Shock (Section 4.1.3.2)
Mechanical Vibration (Section 4.10)
Operational Shock
Load Dump, Inductive Switching, Burst Transients, Starter Motor Engagement (Section 4.13.2.2.1)
Coupled Transients (Section 4.13.2.2.2)
Electrostatic Discharge Handling, operational and non-operational (Section 4.13.2.2.3)
Radiated Immunity
Radiated and Conducted Emissions, Performance class

MANAGE YOUR ENTIRE FLEET FROM ONE PLATFORM

MyGeotab is the web-based fleet management 
software that displays all the vehicle and operation 
data collected and reported by the GO, enabling you to 
see all your vehicle and driver information in one place 
and use it to make quicker, better-informed decisions 
for your business.

INTERFACES

Engine Management:
Legacy OBD (SAE J1850 PWM/VPW, ISO 9141-2, and ISO 14230 (KWP2000))
Single Wire CAN (GM 33.3 kbps, Fiat/Dodge 50 kbps)
ISO 15765 CAN (including WWH-OBD, GMLAN, VW TP2.0) @ 125/250/500 kbps
Medium Speed CAN @ 125/250/500 kbps
2- or 3-wire install support (for older vehicles/asset tracking)

Input/Output:
Buzzer
LEDs — Ignition, GPS, Cellular
IOX Port and Cables
Internal GPS/Cellular antennas

PHYSICAL SPECIFICATIONS

Dimensions: 75 mm L x 50 mm W x 23 mm H
Weight: 70 g (0.15 lb)
Housing: Flame retardant black ABS


